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JSR7 – Professional Inkjet Paper 
Glossy Resin Coated Photobase 

 

Product Information 
 

JSR7 is compatible with both dye and pigment 
inksets. Its dual inkjet receptive coating allows 
for exceptional dot gain control and lamination 
capabilities. Its photographic paper characteris-
tics offers wide color gamut, rendering photo re-
alistic images. Its ability to handle ink loads in 
excess of 250%, makes it an excellent media for 
professional presentations, point of purchase 
displays and general photographic portfolio 
work. 
 

Features & Benefits 
 

• Resin coated 
• Bright white finish 
• Excellent handling and feeding 
• Fast drying characteristics 
• Permits heavy ink loads 250% 
• Dye and pigment inkset compatible 
• Available in sheets and rolls 
• Hot & cold lamination 

 
 

Specifications 
 

Basis Weight ...........................180 grams / 7 mil  
Finish ...................................................... Glossy 
Opacity................................................ Min. 94% 
Whiteness ..........................................105 points 
Brightness ................................................... 93% 
Gloss............................ 80 points @ 60 degrees 
Color ............................................. Neutral white 
 

 

Información de Producto 
 

JSR7 es compatible con ambos tipos de tintas 
pigmentas y sencillas. Sus dos capas de recu-
brimiento receptivas ofrecen excelente control 
de ganancia de punto y facilidad de laminación. 
Su simulación fotográfica ofrece una gama de 
color extendida, rindiendo imágenes foto realis-
ta. La habilidad de soportar cargas de tintas en 
exceso de 250% lo hacen un medio óptimo para 
presentaciones profesionales, muestrarios co-
merciales y portafolios fotográficos. 
 

Beneficios y Características 
 

• Recubrimiento resinado 
• Acabado blanco 
• Excelente alimentación y manejo 
• Rápido secado 
• Permite cargas de tintas pesadas 250% 
• Compatible con tintas pigmentadas y 

sencillas 
• Disponible en pliegos y rollos 
• Permite laminación – calor y frió 

 
 

Especificaciones 
 

Grosor / Peso ............180 gramos / 7 milésimas 
Acabado .....................................................Brillo 
Opacidad .............................................Min. 94% 
Blancura ........................................... 105 puntos 
Brillantes......................................................93% 
Brillo.............................. 80 puntos @ 60 grados 
Color .............................................Blanco neutro
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