NP 4000
Tension Masiter
Highest Tension Capacity in the Industry
P - Fuallly ic Bundlle Tension
The Nesxt Generation of Strap ¢ Machines

Features: * PLC control with operating unit and
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SSipae g rom control pane
additional parts. e

* Quick-change strap dispenser
* Automatic strap recovery * Uses Dynaric XL coils
* Automatic strap loading. ol i
* Easy access for maintenance 2 Sirvh ead Geechion,
*Jam free technology o s indictor
* Variable speed cony

Narrow spacing of & uble belts 25° (72mm)
 Betype compres
for bundle conditioning e intrlack

* Adjustable bundle;
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Overall Width
Overall Length:
Overall Height:
Conveyor Height: 315" -36.6” (800 - 930mm)*

trap Size:

Specd:

trap Tension:

Sty ey
VAPAP AT A

236" (00mm) Weight
605 (1537mm) Sealing Method:
7L0°-788" (1504 -2001mm)*  [Operation:

| Air Requirement:

5mm, 6 mm, and 9 mm*

3842 Bundles/min - single strap [Bundle Size:

19-21 Bundles/ min - parallel strapst

50 straps/min
073 pounds of force
-Dynaric, Inc.
Y/ ®

[Electrical Requirements:

SIS

1070 1bs

Heat Seal

Electro-pneumatic

223CFM @87 PSI

208V / 230V / 460V, dphase

Approximately 1.5kW

Width: Max. 22" (560mm)
Min. 43" (110mm)

Length: Min. 55" (140mm)

Height: Max. 143" (365mm)
18" 457 optional

18" (20mm)
Weight: Vi 521 0m @5ke)
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