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Autowash 142 
Water Miscible Automatic Blanket & Roller Wash

 
 
 

Product Information 
Autowash 142 is a high flashpoint automatic blanket 
wash that complies with the requirements of many 
automatic blanket washing systems. This premium 
solvent blend leaves no oily residues on rollers or 
blankets, while rapidly removing all ink and foreign 
contaminants. Its water miscible properties allow be-
tween 20% - 40% dilution with water. 
 

Features & Benefits 
• Leaves no oily residue 
• High flash point 
• Extends blanket life 
• Removes glaze, ink, and lint 
• Water miscible – 20% - 40% 

 
Directions: 

Rollers: Apply Autowash 142 automatically with 
automatic wash-up attachments. Follow manufac-
turers recommended procedure. Product may also be 
used for manual roller washing. 
Blankets: Apply Autowash 142 automatically with 
automatic wash-up attachments. Follow manufac-
turers recommended procedure. Product may also be 
used for manual blanket cleaning. 

 
Specifications 

Flashpoint................................................142 F / 62 C 
Color...................................................................Clear 
Odor ........................................................Mild Solvent 
VOC .........................................................6.8 lb. / gal. 
 

HMIS 
Health........................................................................2 
Fire ............................................................................2 
Reactivity...................................................................0 
Personal Protection.................................................. B 

 

Información de Producto 
Auto Wash 142 es un limpiador de alto punto de in-
flamabilidad, específicamente diseñado para siste-
mas de limpieza automáticos. Su formula tecnológica 
compuesta de solventes especiales no deja residuos 
aceitosos sobre los rodillos y mantillas, removiendo 
toda tinta y contaminantes. Su característica miscible 
permite dilución con agua a proporciones de 20% - 
40%. 

Beneficios y Características 
• No residuos aceitosos 
• Alto punto de inflamabilidad 
• Extiende la vida útil de las mantillas 
• Remueve tinta, cristalización, y residuos 
• Miscible en agua – 20% - 40% 

 
Direcciones de Uso 

Rodillos: Aplique Autowash 142 automáticamente 
con el sistema de limpieza automático. Siga las re-
comendaciones y procedimiento del fabricante. Tam-
bién es aplicable para limpieza de rodillos manual. 
Mantillas: Aplique Autowash 142 automáticamente 
con el sistema de limpieza automático. Siga las re-
comendaciones y procedimiento del fabricante. Tam-
bién es aplicable para limpieza de mantillas manual. 
 

Especificaciones 
Inflamabilidad..........................................142 F / 62 C 
Color ..................................................... Transparente 
Olor ......................................................Solvente Leve 
COV .........................................................6.8 lb. / gal. 
 

HMIS 
Salud.........................................................................2 
Inflamabilidad............................................................2 
Reactividad ...............................................................0 
Protección Personal................................................. B
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