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UV Wash 103 
UV Blanket & Roller Wash

 
 
 

Product Information 
UV Wash 103 is a highly effective UV blanket and 
roller wash formula specifically designed of UV inks 
and coatings.  UV Wash 103 contains a unique blend 
of solvents, which dissolve and remove both water 
and oil type contaminants.  It quickly cleans ink resi-
dues, glaze, and lint from blanket and roller surfaces. 
Its non-flammable properties, makes it extremely safe 
in the pressroom. 
 

Features & Benefits 
• Leaves no residue 
• High flash point 
• Contains no alcohol 
• Removes glaze, ink, and lint 
• Dissolves UV inks and coatings quickly 

 
Directions: 

Blankets: Saturate a clean cloth with UV Wash 103 
and wipe blanket surface evenly until all ink / coating 
residues are removed. 
Rollers: While press is idling, apply a generous 
amount to ink train rollers allowing it to penetrate 
roller surface.  Engage wash up blades to remove 
excess solution and grime.  

 
Specifications 

Flashpoint................................................110 F / 43 C 
Color...................................................................Clear 
Odor ........................................................Mild Solvent 
VOC .........................................................6.8 lb. / gal. 
 

HMIS 
Health........................................................................2 
Fire ............................................................................2 
Reactivity...................................................................0 
Personal Protection.................................................. B 

 
 

Información de Producto 
UV Wash 103 es un lavador de mantillas y rodillos 
específicamente diseñado para la limpieza de tintas y 
barnices UV. UV Wash 103 contiene una mezcla de 
solventes únicos que disuelven y remueven contami-
nantes acuosos y óleoresinosos. Limpia las mantillas 
y rodillos rápidamente, eliminando todo residuo de 
tinta, cristalización y fibras de papel. Su propiedad 
inflamable hacen esta formula extremadamente se-
gura para la sala de prensa. 
 

Beneficios y Características 
• No residuos aceitosos 
• Alto punto de inflamabilidad 
• No contiene alcohol 
• Remueve tinta, cristalización, y residuos 
• Disuelve tintas y barnices UV rápidamente 

 
Direcciones de Uso 

Mantillas: Sature un paño con UV Wash 103 y frote 
la superficie de la mantilla para remover todo residuo 
de tinta/barniz. 
Rodillos: Aplique pequeña cantidad sobre el tren de 
rodillos durante el proceso de limpieza, permitiendo 
que la solución penetre la superficie del rodillo. Posi-
cione la cuchilla de lavado para remover suciedad.  
 

Especificaciones 
Inflamabilidad..........................................110 F / 43 C 
Color ..................................................... Transparente 
Olor ......................................................Solvente Leve 
COV .........................................................6.8 lb. / gal. 
 

HMIS 
Salud.........................................................................2 
Inflamabilidad............................................................2 
Reactividad ...............................................................0 
Protección Personal................................................. B
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